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Introduction

Copper nanoparticles (NPs) in both metallic and oxide forms are widely utilized in industrial applications ranging from technological use as interconnects 1 to photovoltaics 2 and sensors 3 , as well as in heterogeneous catalysis 4 such as Water-Gas-Shift reaction (WGS) interactions . Thus, understanding the oxidation mechanism of copper NPs and their subsequent reduction under reaction conditions is of special interest to not only optimize oxygen carrier design but also to stabilize specific copper phases for other applications.

A significant amount of research has been dedicated to the comprehension of copper oxidation, but much of it remains within the domain of thin films 17

. However, several works on the oxidation of copper nanoparticles were also carried out using either transmission electron microscopy (TEM) to understand the effect of temperature on the morphology of the oxide phase 15,18,19 , thermogravimetric analysis (TGA) to study the kinetics of oxidation 16,20 , environmental scanning TEM (e-STEM) to directly visualize the dynamic evolution of the nanoparticle morphology 21 , or real-time surface plasmon spectroscopy 13,14 . The oxidation of copper nanoparticles is affected by the reaction conditions as well as the microstructure of the starting metallic phase leading to a final morphology of the oxide nanoparticles which is determined by the temperature of oxidation. Typically, at intermediate temperatures (50-300 °C), for a NP size distribution of 10-30 nm diameter, the oxidation can be considered as a two-steps process: the initial step involves the formation of a thin layer of Cu 2 O oxide encapsulating the metallic copper core, followed by the genesis of hollow nanoparticles related to outward growth of oxide, due to differential diffusion of the reaction species via Nanoscale Kirkendall Effect (NKE), at 0.21 atm O 2 partial pressure 13,15,16,18,[22][23][24] 31 . This sample is referred to as Syn-1 (with a bimodal PSD of 17 ± 5 nm and 42 ± 6 nm) after heat treatment (Figure 1). The NPs were imaged by HR-STEM under Argon after synthesis and under H 2 after heat treatment at 500 °C (Figure S2 andS3).

In-situ STEM: The experiments were carried out using a JEOL JEM-2100F microscope operated at 200 kV equipped with a spherical aberration probe corrector (Cs from CEOS), highresolution objective lens pole piece and an UltraScan 1000 CCD array detector (GATAN). For in-situ observations, a Protochips

Atmosphere system was used 

Results and Discussion

Four experiments have been carried out on samples sputt1-3 and syn1 to assess the role of the nanoparticle size and reaction temperatures on the morphology and phase evolution of the NPs during the oxidation and reduction processes.

Oxidation as a function of temperature 1.NKE and Void Formation

Following the formation of copper nanoparticles (syn-1) at .

With the augmentation of the temperature to 300 °C, three distinct morphologies can be distinguished with respect to the initial size of the metallic NPs (Figure 2a and Figure 2d).

The different NP morphologies are as follows:

(1) NPs with an initial size in the range of ~2 -10 nm (Figure 2a, NP category-1) form compact oxide NPs after oxidation at 150 °C (Figure 2b).

(2) NP in the size range of ~10 -25 nm (Figure 2a, NP category-

2) form a central void Figure 2b) at the centre of an oxide rim.

4

The hollow NPs eventually collapse upon increasing the temperature to 300 °C (Figure 2c). The smaller NPs (category-1, 2-10 nm) are expected to form compact oxide NPs in a shorter period due to the smaller distance of diffusion for copper and oxygen species 37 . Also, as the size of the NPs is very small, the number of nucleation sites on the particles is likely to be reduced, possibly leading to unidirectional oxide-phase growth 21,38 . On the contrary, for larger NPs, the nucleation frequency is expected to be higher, Using the experimental data for nanoparticles of an average . The kinetics of hollowing is a complex phenomenon and not only does it depend on the experimental/reaction conditions, but also largely varies from one NP to another within the same experimental setup.

Collapsing of the hollow nanoparticles

Upon increasing the temperature from 300 to 400 °C under 0. The occurrence the shrinkage phenomena is evidenced by the in situ STEM data acquired at 400 °C (Figure 5). For larger NPs, below 400 °C, the duration to form compact NPs is significantly longer and above 500 °C the NPs tend to undergo sintering with the other NPs (Figure 9). Besides temperature, the initial size of the hollow NPs, the concentration of defects and the thermal history of the NPs impact the kinetics of shrinkage 49,50

. . Similarly, shrinkage can occur at a lower temperature for smaller NPs or depending on the heating duration. Hence, the representation Figure 6 is a general overview and pathway of the shape changes occurring during the oxidation of copper NPs as a function of temperature.

Faceting of nanoparticles

Faceting of the

Reduction of Copper Oxide Nanoparticles

Hydrogen at 0.5 atm partial pressure was introduced to copper oxide nanoparticles at different temperatures from 200°C to 500 °C and for different oxide phase morphologies, exhibiting either hollow or compact shapes. The gas was introduced at a constant temperature as well as at an increasing temperature.

The formation of metallic copper is very slow below 250 °C.

Between 250 and 300 °C, the reduction of copper oxide results in metallic copper, as deduced from the change in HAADF contrast and the analysis of the FFT patterns of the HR images.

Substantial changes can be noticed in the morphology in surrounding the metallic core that eventually turns into a hollow particle upon increasing the temperature. Further 

Shape, sintering and evaporation of the copper nanoparticles

9 . 10 . 5 , 9 , 10 .

 9105910 -based nanoparticles have received renewed interest as oxygen carrier (OC) in Chemical Looping Combustion (CLC), an alternative combustion process with low energy penalty carbon dioxide capture solution CLC can be performed using a supported copper-based OC that undergoes successive reduction (combustion of hydrocarbon) and oxidation (regeneration of the oxide phase) cycles to produce energy; this approach eliminates direct contact between the air and the fuel and allows the generation of a readily separable stream of CO 2 environments at variable pressures and temperatures ranging from 200-300 °C in WGS to above 800-1000 °C in CLC application The exposure of Cu-based NPs to different reaction conditions leads to chemical, structural and morphological transformations in the material resulting in 11 10 12 oxidation , reduction , and sintering of the copper phases, causing degradation in their reactivity and selectivity. Although a wealth of literature is available depicting the oxidation-reduction mechanisms of copper, variable experimental conditions give rise to discrepancies in the observations, making it difficult to unravel the contribution of different experimental parameters such as NP size, temperature, type, and pressure of gas and metal-support 12,12-16

32. 1 .

 1 The samples were suspended between two micro-electro-mechanical systems (MEMS) based closed cells made up of transparent SiN x (for observation) and SiC (for heating)[START_REF] Allard | [END_REF]34 . The in-situ observations were carried out at a pressure of 1 atm (10 5 Pa) and a temperature of up to 900 °C under oxidative-O 2 /Ar (1:1) and reductive-H 2 /Ar (1:1) environments, at a flow rate of 0.1 ml/min. The system was purged with argon between every alternating gas environment to ensure proper cleaning of the gas lines and the sample holder. To minimize the effects of electron beam such as contamination and sample damage, observations were made to determine the maximum electron beam dose the sample can withstand under each gaseous environment without damage. Hence, the electron dose rate was kept below Furthermore, the in-situ observation areas were not continuously exposed to the electron beam, in addition, areas outside the in-situ observation zones were systematically observed for comparison, to check for any significant artefacts caused by electron irradiation.

500°C under H 2 ,

 2 the temperature was lowered down to 150 °C and oxygen at 0.5 atm partial pressure was introduced. At 150 °C, the initial stage of oxidation involves the formation of a thin layer of oxide on the surface of the Cu NPs (Figure 1). The oxide phase can be easily identified from the change in contrast on the STEM-HAADF images, resulting from the lower electron scattering intensity of the oxidized phase compared to the metallic phase due to the lowering of the local averaged atomic number as copper oxide is formed. At this temperature, only the presence of Cu 2 O is reported in the literature 19,35

( 3 )

 3 NPs with an initial diameter over 25 nm (Figure2d, NP category-3) undergo the formation of a core@shell type morphology with a metallic copper core encapsulated by an oxide shell. Upon increasing the temperature from 150 °C to 300 °C at 5°C/min, these nanoparticles form hollow NPs (Figure2e). After 30 min of oxidation at 300 °C, the presence of both Cu 2 O and CuO phases is deduced from the analysis by Fast Fourier Transforms (FFT) of the STEM bright-field (BF) images (FigureS4a). After a prolonged flow of O 2 , only the presence of the CuO phase is evidenced in FigureS4b, in agreement with the literature 15, 36 .

Figure 2 : 1 Figure 1 :

 211 Figure 2: Illustration of size-dependent morphological transformation of cooper nanoparticles from the reduced state (a and d), after oxidation at 150 °C (b and e) and after oxidation at 300 °C (c and f). Numbers 1-3 represent the nanoparticle sets undergoing size-dependent shape evolution. Sample Syn-1

26 .

 26 consequently favouring multiple nucleation points of the oxide phase on the surface of the metallic copper. Morphological evolution as a function of NP size and temperature of oxidation is consistent with the nano Kirkendall effect, wherein the deferential diffusion of Cu and O atoms results in outward growth of the oxide phase 14,23,Above 8-10 nm diameter, the diffusion distance and the difference in diffusion coefficients between Cu and O atoms through bulk metallic Cu allow for the generation and aggregation of vacancies, leading to voids creation. In addition to the size of the nanoparticles, an increase in temperature results in increased kinetics of oxidation as well as hollowing of the NPs. The time to complete the formation of hollow copper oxide for nanoparticles of an average initial diameter of ~40 nm and ~20 nm is plotted (Figure 3a) as a function of different constant temperature from 150 -300 °C. The duration to form hollow oxide increases radically from ~2 hours at 150 °C to few seconds at 300 °C, for the same NPs size. The difference in the kinetics of hollowing stems from the temperature dependency of the diffusion coefficients of copper and oxygen atoms. Herein, we calculated the selfdiffusion coefficient of copper as a function of temperature and size-dependent kinetics of hollowing at different temperatures using the reaction-diffusion model developed by Svoboda et al. 39 . The model estimates the duration to form hollow NPs by oxidation of metallic copper NPs in a gaseous environment where the diffusion coefficient of copper atoms in Cu 2 O is much larger than that of the oxygen diffusion coefficient. The time to form hollow NPs from metallic Cu NPs according to Svoboda's equation is given by: | | Where R is the ideal gas constant, T is the temperature of oxidation, R 0 is the initial radius (nm) of the nanoparticle, is the self-diffusion coefficient of Cu in Cu 2 O and is the Gibbs energy of formation of the Cu 2 O phase. The temperature-dependent is taken from the FactSage thermodynamic database 40 . Finally, A is a constant, taken from a range of values provided in the original paper. Here, a value of 0.07 is chosen based on the assumption that the diffusion coefficient of Cu in Cu ( ) is significantly higher than and which in turn is larger than the value of the diffusion coefficient of O in Cu 2 O ( ).

Figure 3 : 14 . 45 . 23 .

 3144523 Figure 3: a) Experimental observation of hollow copper oxide nanoparticle formation during oxidation at constant temperature for 20 and 40 nm-sized Cu and b) linearized form of Arrhenius relation of self-diffusion coefficient of copper in Cu2O, as a function of temperature.

Figure 4 : 46 . 44 .

 44644 Figure 4: Intermediate stages of Kirkendall hollowing under 0.5 atm O2 partial pressure, a) NP from Syn-1 at 150 °C, after 15 min -unidirectional hollowing, b) NP from Sputt-2 at 200 °C, after 20 min -multiple void formation and c) NP from Sputt-2 at 200 °C, after 20 min -evidence of void@Cu-rich@CuxO morphology.

5 atm

 5 oxygen and after 20 min at 400°C, most hollow NPs have collapsed to form compact particles within the size range of 5-35 nm (sputtered samples), as shown in Figure 5. Under the same conditions, hollow NPs with an average diameter larger than 40 nm are still in the process of shrinking from their hollow nanostructures after 20 min. Moreover, different sizedependent intermediate states of transformation are observed after 20 min at 400 °C (Figure 5). From the difference in the HAADF contrast, segregation of copper species is noted at the interface between the hole and the oxide shell, as indicated by red arrows in Figure 5.

Figure 5 : 48 .

 548 Figure 5: Evolution of the particles at 400 °C under 0.5 atm oxygen, after 20 min, showing the size-dependent intermediate state the hollow nanoparticles shrinkage. Sample: Sputt-2

52 .Figure 6 :

 526 Figure 6: Schematic representation of the evolution of nanoparticle morphology as a function of the reaction temperature during oxidation of ~30-40 nm sized particles.

Figure 7 ,

 7 Figure 7, where images were taken from the same area of observation under different gas environments. Reduction leads to fragmentation of the particles as can be seen in several areas of the images. For instance, in the area highlighted by the red dotted circle, one hollow nanoparticle ends up forming three smaller nanoparticles after reduction in H 2 . Moreover, the nanoparticles circled in blue are in the process of sintering under oxygen, followed by fragmentation under H 2 into one large nanoparticle (comparable in size to the initial metallic phase diameter of ~40 ± 5 nm) and eight smaller nanoparticles of ~2-6 nm. The fragmentation process is also illustrated by the size distribution histograms shown in Figure S7-S9. It is found that the NPs in the size range 0-10 nm are more numerous after re-reduction compared to the initial reduced sample.

Figure 7 :

 7 Figure 7: Fragmentation of hollow copper oxide nanoparticles at 300 °C upon reduction: a) copper oxide NPs under O2 after 30 min and b) under H2 after 10 min of gas flow. Sample: Sputt-1

Figure 8 : 53 .

 853 Figure 8: Reduction of hollow copper oxide nanoparticles under hydrogen heated from 150 °C to 300 °C at 5 °C/min rate, at 400 °C (top) and the schematic representation of fragmentation process with suggested mechanism (bottom). Sample: Synth-1.

Figure 9 :

 9 Figure 9: Reduction and re-oxidation of copper oxide nanoparticles at 500 °C: a) under O2 after 30 min of gas flow b) under H2 after 30 min of gas flow and c) NPs after reoxidation after 35 min of oxidation. The images are not from the same area of observation. Sample: Sputt-3

Figure 10 : 58 . 61 .

 105861 Figure 10: Sintering behaviour of copper oxide NPs, heat treatment from 500 °C to 815 °C at 1 °C/s. The coloured squares illustrate the different growth mechanisms of the NPs. Sample: Sputt-2

Figure 12 : 64 .

 1264 Figure 12: Particles undergoing attractive migration and coalescence as observed during in-situ heating from 400 to 900 °C, 1 °C/s under H2. The snapshots are taken at 420 °C (20s), 500 °C, (100 s), 550 °C (150 s), 570 °C (170 s), 850 °C (350 s) and 900 °C (400 s).

Figure 11 :

 11 Figure 11: BF image extracted from a video with red and green squares depicting PMC and coalescence via bridging, respectively (left) and series of images presenting PMC during in-situ heating from 400 to 900 °C, 1 °C/s under H2. The snapshots are taken at 400 °C (0 s), 410 °C (10 s), 430 °C (30 s), 450 °C (50 s), 490 °C (90s) and 500 °C (100 s).

  augmentation of the temperature leads to collapsing of the hollow nanoparticles with subsequent faceting of the NPs. The reduction of the hollow nanoparticles results in fragmentation into smaller particles. The process of fragmentation is very dynamic and stabilizes once the surface energy of the resulting particles is minimized. The shape evolution of the NPs during oxidation and reduction are subjected to various parameters including NP initial size and density of structural defects, temperature, pressure and duration of the gas exposure. Furthermore, depending on the temperature and the gas atmosphere, different sintering mechanisms are activated. The underlying phenomena concerning the different morphological changes and the growth mechanisms illustrated throughout this study originate from the migration of the copper phase and are connected by the minimization of the energy of the global system.In this work, the significance of in-situ STEM under relevant industrial reaction condition (particularly, higher gas pressure) is demonstrated in comparison to previous studies conducted at lower partial pressure. Nevertheless, we have also highlighted some challenges faced during the experiments, for instance, the difficulties to monitor some of the intermediate changes during the reaction when the reaction kinetics is very fast, and more importantly, the evaporation of the copper phase during high-temperature reaction. The confinement of the nanoparticles remains a challenge to characterize such systems at very high operating temperature, using in-situ STEM.

  . In contrast, LaGrow et al. have

	mechanism of copper oxide NPs. In this context, our general	nanoparticles were isolated using centrifugation in a mixture
	goal is to investigate, by directly monitoring the various	of methanol/n-hexane/acetone in a 1:2:10 ratio and finally
	phenomena involved in the oxidation and reduction processes	reported layer-by-layer growth of compact oxide nanoparticles suspended in a solution of hexane. For the in-situ STEM
	of copper NPs, by systematically varying the temperature of	from a single nucleation point of the metallic copper at 300-observation, a few drops of the sample dispersed in hexane
	the reaction and quantifying the structural changes induced in	500 °C under a very low O 2 partial pressure (2×10 were deposited on the SiN x membrane and dried. The colloidal -5 -10 -4 atm)
	the NPs. Herein, we report the dynamic chemical, structural,	21 . Regarding the phase changes throughout oxidation, nanoparticles were heated under Ar at 200 °C for 2.5 hours,
	and morphological transformation of copper phases using in-	Nakamura et al. reported a phase transition from Cu 2 O to CuO followed by a reduction reaction under 0.5 atm H 2 at 500°C for
	situ Scanning Transmission Electron Microscopy (STEM).	above a temperature of 300 °C at 0.21 atm O 2 partial pressure, 1 hour to ensure the removal of the organic surfactants and
	Notably, the in-situ setup operates at atmospheric pressure to	while LaGrow et al. reported the presence of Cu 2 O phase only, presence of metallic NPs (Figure S2 in SI)
	approach the industrial operating conditions.	up to a temperature of 500 °C	15,21 . The oxygen partial pressure
		is hence an important parameter affecting the oxidation
	Experimental	mechanism that requires further investigation. Indeed,
	Materials and Methods	according to Haugsrud and Kofstad, depending on the O 2
	Nanoparticle synthesis: In the present study, two types of NPs		
	preparation were used: Cu NPs produced via sputtering and by		
	chemical synthesis route.		
	The sputtered samples were prepared by magnetron		
	sputtering of copper from a copper target using DP650		
	sputtering equipment (from Alliance Concept) by directly		
	sputtering 1-2 nm thickness of Cu thin-film at 150 mA onto the		
	amorphous SiN x MEMS chip (from Protochips). The assembled		
	SiN x e-chip was then inserted in the TEM for in-situ heat		
	treatment at 300 °C under 0.5 atm H 2 partial pressure to		
	produce oxide-free metallic copper NPs. Three experiments		
	were conducted to achieve different particle size distributions		
	(PSD) by varying either the thickness of the film or the rate of		
	heating during the NPs formation step. The details of the		
	preparation steps and the resulting PSD are presented in		
	Supporting Information (SI -1.1). The samples are called Sputt-1 (bimodal PSD of 4 ± 2 nm and 35 ± 7 nm), Sputt-2 (bimodal	the reduction reactions	26,27 . The difference in the observations
	PSD of 4 ± 2 nm and 21 ± 6 nm) and Sputt-3 (monomodal PSD	could stem from the shape and microstructure of the initial
	9 ± 4 nm).	oxide NPs or the reaction conditions, such as H 2 partial
	The second type of sample was produced via a chemical route	pressure. Particle morphology and H 2 partial pressure also
	adapted from Carenco et al. by thermally reducing copper 30	have an impact on the kinetics of reduction as demonstrated by Kim et al. 28 and Rodriguez et al. 29 . It was suggested that an
	acetate in the presence of oleylamine and octadecene .	increase in the particles' structural defect concentration and
	Typically, 25.1 mL (10 parts) of oleylamine was added together	H 2 partial pressure induces faster nucleation, and a faster rate
	with 10 mL of octadecene in a 100 mL round bottom flask, followed by 1.53 g (1 part) of copper acetate, then stirred at 50 °C. The mixture was then heated to 250 °C in a sand bath for 2	of metallic copper formation was observed. Notwithstanding the number of studies conducted on copper,
	hours until the mixture turned reddish black. The resulting	numerous open questions remain, including how the dynamic
		shape evolution proceeds during oxidation under high O 2
		partial pressure, or the assessment of the reduction

partial pressure, the oxidation of Cu proceeds either via singly charged copper vacancy at low pressure or via neutral copper vacancy at higher pressure, consequently affecting the mechanism of oxidation

25 

. Upon further increase in temperature, the hollow NPs are subjected to collapse and formation of compact NPs, as demonstrated by Nakamura et al.

15 

and Rice et al 14 . Not many studies can be found in the literature for the reduction of copper oxide NPs. Recently, the morphological transformation during Cu 2 O reduction has been discerned by in-situ STEM at 300-500 °C under 2×10 -5 -10 -4 atm H 2 partial pressure. The reduction of Cu 2 O to Cu NPs occurred from a single nucleation site on the surface of the copper oxide where the reaction front moved unidirectionally with time 21 . In comparison, other transition metal-oxide NPs such as oxides of Ni or Co undergo NP re-dispersion via fragmentation during
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